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	COMPRESSOR
	AIR RECEIVER

	Manufacturer
	
	Manufacturer
	

	Model
	
	Model
	

	Serial Number
	
	Tank
	



	Item 
	Description
	OK
	N/A
	Punch

	1 
	Confirm all mechanical equipment has been checked for any transport damage & loose fittings/ bolts.
	
	
	

	2 
	Confirm installation is in accordance with the manufacturer’s instructions.
	
	
	

	3 
	Confirm the Manufacturers data plate, design registration number and equipment number are all clearly visible as per EP-A003 and that the item has been registered as classified plant.
	
	
	

	4 
	Confirm all PRV’s have been checked and are set to the correct relief pressure.
Record pressure: ____________
	
	
	

	5 
	Confirm vessel pressure gauge is installed, of the correct rating and clearly visible.
	
	
	

	6 
	Confirm complete circuit has been checked against the schematic drawing & is correct.
	
	
	

	7 
	Confirm air receiver hold down bolts tensioned correctly and survey attached.
	
	
	

	8 
	Confirm all OEM test sheets for the installation portion of the works is attached.
	
	
	

	9 
	Confirm all site installed pipe work has been pre flushed before final installation.
	
	
	

	10 
	Confirm all fittings & joints checked & tightened.
	
	
	

	11 
	Confirm all flexible pneumatic hoses not stressed or twisted during installation & have unrestricted movement and adequately protected through any penetrations.
	
	
	

	12 
	Confirm all hard piping is adequately supported and aligned to ensure no undue force is exerted on the vessel. 
	
	
	

	13 
	Confirm full system flush conducted, results attached & looped lines re- connected.
	
	
	

	14 
	Confirm all in line filters were checked for correct installation & condition.
	
	
	

	15 
	Confirm all valves/ instruments installed facing the correct direction.
	
	
	

	16 
	Confirm air receiver installed as per manufacturer’s specifications and drain pipe reports to designed location.
	
	
	

	17 
	Confirm hydrostatic test has been completed and results accepted. 
	
	
	

	18 
	Confirm all colour coding & labels installed as per AS 1345.
	
	
	

	19 
	Confirm all guarding is installed and secure.
	
	
	

	20 
	Confirm all identification and signage is installed as per design drawings and project specifications.
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(Complete a Punchlist Form and attach if any of the checks above marked as “Punch”)

	

	COMPLETED

	I hereby confirm the work has been completed in accordance with Contract specified drawings, specifications & standards.
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