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	Item
	Description
	OK
	N/A
	Punch

	1. 
	Confirm all components have been inspected and that they are free from damage.
	
	
	

	1. 
	Confirm laser alignment of shafts completed, results have been witnessed and approved and report is attached.
	
	
	

	1. 
	[bookmark: OLE_LINK22]Confirm fluid coupling is securely fitted.
	
	
	

	1. 
	[bookmark: OLE_LINK23]Confirm no leakage evident from body or shaft seals.
	
	
	

	1. 
	[bookmark: OLE_LINK24]Confirm coupling is free to rotate and driver is free from driven.
	
	
	

	1. 
	[bookmark: OLE_LINK25]Confirm switching element (proximity sensor) is correctly installed and adjusted relative to the initiator (receiver).
	
	
	

	1. 
	[bookmark: OLE_LINK26]Confirm guarding installed, clear of rotating elements & adequate to protect personnel in the event of a plug rupture.
	
	
	

	1. 
	[bookmark: OLE_LINK27]Confirm correct fusible plug(s) installed. 
	
	
	

	1. 
	[bookmark: OLE_LINK28]Record Rupture Temperature:
	[bookmark: OLE_LINK35]°C

	1. 
	[bookmark: OLE_LINK30]Confirm coupling is filled with correctly filtered oil to correct level. 
	
	
	

	1. 
	[bookmark: OLE_LINK10][bookmark: OLE_LINK31]Record oil type:
	

	1. 
	[bookmark: OLE_LINK32]Record oil quantity:
	L

	1. [bookmark: _Hlk440979171]
	[bookmark: OLE_LINK33]Record fill plug angle (referenced from TDC):
	deg

	1. 
	Confirm all identification and signage is installed as per design drawings and project specifications.
	
	
	

	1. 
	Confirm the vendor installation ITR (M1.099) has been completed, witnessed and attached.
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(Complete a Punchlist Form and attach if any of the checks above marked as “Punch”)

	


	COMPLETED

	I hereby confirm the work has been completed in accordance with Contract specified drawings, specifications & standards.

	PERFORMED BY CONTRACTOR:
	REVIEW BY SUPERVISOR/LEAD ENGINEER:
	EPCM ACCEPTED BY:

	Signature:
	
	Signature:
	
	Signature:
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	Name:
	
	Name:
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	Title:
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	Date:
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