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	Tag No. «Name» - «Description»

	Subsystem: «ProcessBreakdownIdentifier» - «ProcessBreakdownName»

	Manufacturer.
	«ManufacturerName»

	Model No.
	«OEMPartNumber»

	Field to record Serial No.
	«SerialNumber»

	Drawing No.
	«DocumentList»
	Task No.
	«TaskName»

	Additional Information:
	«Comments»



	Item 
	Description
	OK
	N/A
	Punch

	1 
	Confirm gate is installed as per design drawings/models.
	
	
	

	2 
	Confirm gate is level and installed as per design location (attach survey report).
	
	
	

	3 
	Confirm liners are installed and affixed as per design. 
	
	
	

	4 
	Confirm actuators are installed as per design drawings.
	
	
	

	5 
	Confirm all hydraulic hoses not stressed or twisted during installation and have spiral wound protection where penetrating trough structure/ flooring.
	
	
	

	6 
	Confirm hydraulic system has been pigged/flushed and all lines confirmed clean before connection. (P1.002 complete)
	
	
	

	7 
	Confirm all hydraulic systems connected as per design drawings, P&ID’s and schematics and all connections are tight.
	
	
	

	8 
	Confirm all autolube systems have been installed as per design drawings and all lines are the correct pressure rating.
	
	
	

	9 
	Confirm grease points accessible outside of guarding.
	
	
	

	10 
	Confirm grease lines have been pigged/flushed and all lines are purged.
	
	
	

	11 
	Confirm bearings/ bushes installed correctly.
	
	
	

	12 
	Confirm bearings/ bushes greased.
	
	
	

	13 
	Confirm grease type:
	
	
	

	14 
	Confirm supporting chains, shackles and turnbuckles safety wired and Denso taped.
	
	
	

	15 
	Confirm inlet & outlet of chute are free from any debris.
	
	
	

	16 
	Confirm all bolted connections are of the correct length, grade and tensioned correctly.
	
	
	

	17 
	Confirm clevis pins installed and secured. 
	
	
	

	18 
	Confirm surface protection has been applied as per SS-P118 and all touch up paint has been completed.
	
	
	

	19 
	Confirm all guarding installed & is clear of any moving parts.
	
	
	

	20 
	Confirm all identification and signage is installed as per design drawings and project specifications.
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(Complete a Punchlist Form and attach if any of the checks above marked as “Punch”)

	


	COMPLETED

	I hereby confirm the work has been completed in accordance with Contract specified drawings, specifications & standards.

	PERFORMED BY CONTRACTOR:
	REVIEW BY SUPERVISOR/LEAD ENGINEER:
	EPCM ACCEPTED BY:

	Signature:
	
	Signature:
	
	Signature:
	

	Name:
	
	Name:
	
	Name:
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