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	OK
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	Punch

	LUBRICATION UNIT

	1. 
	Confirm all transport protection removed.
	
	
	

	1. 
	Confirm thorough inspection undertaken to identify any transport damage.
	
	
	

	1. 
	Inspect unit and confirm no loose connections after transport.
	
	
	

	1. 
	Confirm trace of all hoses from power unit to ensure lubrication circuits are properly connected.
	
	
	

	1. 
	Confirm installation is in accordance with the manufacturer’s instructions.
	
	
	

	1. 
	Confirm complete circuit has been checked against the schematic drawing & is correct.
	
	
	

	1. 
	Confirm lubrication unit hold down bolts are tensioned correctly.
	
	
	

	1. 
	Confirm all pre- assembled bolted connections, including couplings, checked for correct tension after transport. (alignment reports to be attached)
	
	
	

	1. 
	Confirm filter elements installed, flow direction correct & inspected before first fill.
	
	
	

	1. 
	Confirm filters installed with correct micron rating.
	
	
	

	1. 
	Confirm reservoir breather installed.
	
	
	

	1. 
	Confirm all flexible hoses not stressed or twisted during installation & have unrestricted movement.
	
	
	

	1. 
	Confirm all flexible hoses adequately protected at any possible chafing point.
	
	
	

	1. 
	Confirm all hoses have a flexible sheath installed over them to prevent damage or injury in the event of a leak.
	
	
	

	1. 
	Confirm all hard piping is adequately supported.
	
	
	

	1. 
	Confirm tank, hoses and lines cleaned and flushed.
	
	
	

	1. 
	Confirm all connections tightened.
	
	
	

	1. 
	Confirm tank filled as per manufacturer’s specification.
	
	
	

	1. 
	Confirm cabinet located to allow specified clearance on all sides.
	
	
	

	1. 
	Confirm return lines connected to tank with minimum restrictions.
	
	
	

	1. 
	Confirm lubrication pump pre filled with lubrication oil.
	
	
	

	1. 
	Confirm all lubrication lines have been purged.
	
	
	

	1. 
	Confirm representative oil sample taken and Oil Analysis Report attached.
	
	
	

	1. 
	Confirm all pressure relief valves are correctly pre- set.
	
	
	

	1. 
	Confirm pressure relief valves installed and within test date and correct setting as per P&ID.
	
	
	

	1. 
	Confirm reservoir breather installed.
	
	
	

	1. 
	Confirm full system flush conducted, results attached & looped lines re- connected.
	
	
	

	1. 
	Confirm all guarding installed.
	
	
	

	1. 
	Confirm all signage & labels installed as per design drawings and project specifications.
	
	
	

	CHILLER UNIT

	1 
	Confirm unit installed with a minimum of 1 m clearance all round or as per manufacturer’s recommendations to allow free air flow.
	
	
	

	2 
	Confirm all fan guards & access doors in place.
	
	
	

	3 
	Confirm any material or debris removed from cooling fans.
	
	
	

	4 
	Confirm all transport protection removed.
	
	
	

	5 [bookmark: _Hlk440986180]
	Confirm unit installed level & hold down bolts tensioned correctly.
	
	
	

	6 
	Confirm cooler fans can be rotated freely by hand and confirm not catching with structure/ guards.
	
	
	

	7 
	Confirm direction of rotation is clearly marked on the fan housing.
	
	
	

	8 
	Confirm all pipe supports installed & clamps/ U-bolts tightened.
	
	
	

	9 
	Confirm all piping installed as per design & specification.
	
	
	

	10 
	Confirm system piping pre flushed before final connection to unit to remove all foreign material & dirt.
	
	
	

	11 
	Confirm system filled with potable water & corrosion inhibitor as per OEM recommendations. (if required)
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	COMPLETED

	I hereby confirm the work has been completed in accordance with Contract specified drawings, specifications & standards.

	PERFORMED BY CONTRACTOR:
	REVIEW BY SUPERVISOR/LEAD ENGINEER:
	EPCM ACCEPTED BY:

	Signature:
	
	Signature:
	
	Signature:
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