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	PUMP

	Item 
	Description
	OK
	N/A
	Punch

	1 
	Confirm all components have been inspected and are free from damage.
	
	
	

	2 
	Confirm impeller shaft and motor are free to rotate and have been rotated by hand.
	
	
	

	3 
	Confirm all hold down bolts are correctly tensioned and no soft foot evident.
	
	
	

	4 
	Confirm all suction and discharge piping, valves, gauges and fittings have been installed in accordance with the drawings.
	
	
	

	5 
	Confirm all flange bolting checked for correct tension.
	
	
	

	6 
	Confirm pump direction of rotation clearly marked.
	
	
	

	7 
	Confirm pump bearings have been greased. Grease Type: _______________
	
	
	

	8 
	Confirm labyrinth seals purged. Grease Type: ______________
	
	
	

	9 
	Confirm grease cup/autolube installed. Grease Type: ______________
	
	
	

	10 
	Confirm oil cavity/ reservoir filled & level checked. Oil Type: ______________
	
	
	

	11 
	Confirm mechanical seal has been set correctly and any transport locks have been removed.
	
	
	

	12 
	Confirm “Run Dry” oil reservoir has been filled and level checked. Oil Type_______________
	
	
	

	13 
	Confirm seal/gland water plumbed in.
	
	
	

	14 
	Confirm all self prime connections are connected and tight.
	
	
	

	15 
	Confirm drive alignment has been completed and approved and alignment report is attached.
	
	
	

	16 
	Confirm all guarding is installed and secure.
	
	
	

	17 
	Confirm all identification and signage installed as per design and drawings and project specification.
	
	
	



	MOTOR

	Item 
	Description
	OK
	N/A
	Punch

	1 
	Confirm all components have been inspected and are free from damage.
	
	
	

	2 
	Confirm oil level has been checked and meets manufacturer’s specification.
	
	
	

	3 
	Confirm coolant level is correct as per manufacturer’s specification.
	
	
	

	4 
	Confirm all drive belts are aligned and tensioned correctly.
	
	
	

	5 
	Confirm all hoses, filters, fixtures and fittings are installed and connections are tight.
	
	
	

	6 
	Confirm all guarding is installed.
	
	
	

	7 
	Confirm all identification and signage is installed as per design drawings and project specifications.
	
	
	



	TRAILER

	Item 
	Description
	OK
	N/A
	Punch

	1 
	Confirm all components have been inspected and are free from damage.
	
	
	

	2 
	Confirm the pump trailer is installed in accordance with the manufacturer’s installation instructions.
	
	
	

	3 
	Confirm 4 off wheel chocks are affixed to trailer.
	
	
	

	4 
	Confirm tow hitch is affixed and tight.
	
	
	

	5 
	Confirm stabiliser legs are affixed and in good condition.
	
	
	

	6 
	Confirm all wheels and tyres including the spare, are free from damage and all bolted connections are tight.
	
	
	

	7 
	Confirm trailer is furnished with 2 off fire extinguishers and they have been inspected, tagged and are in date. 
	
	
	

	8 
	Confirm suction boom and mechanical winch are free of damage.
	
	
	

	9 
	Confirm suction boom is painted Yellow in accordance with RTIO and Australian standards.
	
	
	

	10 
	Confirm the suction boom and mechanical winch have been clearly marked with the WLL and all classified plant inspections have been carried out as required.
	
	
	

	11 
	Confirm trailer surface protection meets SS-P118.
	
	
	

	12 
	Confirm all identification and signage is installed as per design drawings and project specifications.
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	COMPLETED

	I hereby confirm the work has been completed in accordance with Contract specified drawings, specifications & standards.
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