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	SPECIFICATIONS

	PUMP
	MOTOR

	Manufacturer:
	
	Manufacturer:
	

	Model:
	
	Serial No:
	

	Serial No:
	
	Power Rating:
	kw

	Weight: (unit)
	kg
	Speed:
	rpm
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	Item 
	Description
	OK
	N/A
	Punch

	1 
	Inspect all components and confirm they are free from damage.
	
	
	

	2 
	Confirm the pump is installed in accordance with the manufacturer’s installation instructions.
	
	
	

	3 
	Confirm pump direction of rotation clearly marked & shaft can be freely rotated by hand.
	
	
	

	4 
	Confirm pump impeller freely rotates and doesn’t catch on pump casing.
	
	
	

	5 
	Confirm vendor discharge pipework fully seated into pump casing.
	
	
	

	6 
	Confirm centreline location & elevations checked- survey.
	
	
	

	7 
	Confirm all hold down bolts are correctly tensioned.
	
	
	

	8 
	Confirm base/sub frame grouting complete.
	
	
	

	9 
	Confirm all suction and discharge piping, valves, gauges and fittings have been installed in accordance with the drawings.
	
	
	

	10 
	Confirm flushing & dilution connections installed (where applicable).
	
	
	

	11 
	Confirm correct pulley ratio installed.
	
	
	

	12 
	Confirm suction strainer installed.
	
	
	

	13 
	Confirm sump screens installed correctly.
	
	
	

	14 
	Confirm lubrication completed as per manufacturers specifications.
	
	
	

	15 
	Confirm pump bearings have been greased and autolubes are installed. 
Grease Type: _______
	
	
	

	16 
	Confirm remote grease lines installed where points are not accessible complete with labels.
	
	
	

	17 
	Confirm drive alignment has been completed and approved and alignment report is attached.
	
	
	

	18 
	Confirm pump is uncoupled from motor direction check. 
	
	
	

	19 
	Confirm all couplings, belts, bolts etc. are bagged, tagged and attached to the machine for reinstatement after bump test.
	
	
	

	20 
	Confirm all debris removed from sump.
	
	
	

	21 
	Confirm all guarding is installed and secure.
	
	
	

	22 
	Confirm all identification and signage is installed as per design drawings and project specifications.
	
	
	



	COMMENTS, OBSERVATIONS & ATTACHMENTS
(Complete a Punchlist Form and attach if any of the checks above marked as “Punch”)

	


	COMPLETED

	I hereby confirm the work has been completed in accordance with Contract specified drawings, specifications & standards.

	PERFORMED BY CONTRACTOR:
	REVIEW BY SUPERVISOR/LEAD ENGINEER:
	EPCM ACCEPTED BY:

	Signature:
	
	Signature:
	
	Signature:
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