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	SCREW FEEDER
	MOTOR

	Manufacturer
	
	Manufacturer
	

	Model
	
	Model
	

	Serial Number
	
	Serial Number
	



	 Item
	Description
	OK
	N/A
	Punch

	1 
	Confirm installation is in accordance with the design drawings & manufacturer’s instructions. 
	
	
	

	2 
	Confirm a thorough visual inspection has been undertaken to check for any damage.
	
	
	

	3 
	Confirm all bolted connections are of the correct length, grade and tensioned correctly.
	
	
	

	4 
	Confirm all pipe work adequately supported and no pipe stress is evident.
	
	
	

	5 
	Confirm all pipe work is clear of debris.
	
	
	

	6 
	Confirm the pump housing is clear of all debris.
	
	
	

	7 
	Confirm the screw feeder drive has been aligned and installed correctly and all bolts are tensioned correctly.
	
	
	

	8 
	Confirm all first fills have been completed, samples taken and results attached.
	
	
	

	9 
	Confirm vent plugs/pressure vents are installed as per the manufacturer’s specifications.
	
	
	

	10 
	Confirm all breathers are fitted.
	
	
	

	11 
	Confirm all grease points are accessible or have remote lines reporting to a manifold and labelled as per design specification.
	
	
	

	12 
	Confirm all guarding is installed & secured.
	
	
	

	13 
	Confirm all rotating elements can be freely rotated by hand.
	
	
	

	14 
	Confirm all safety equipment & protection devices installed in accordance with the manufacturer’s instructions.
	
	
	

	15 
	Confirm all debris & waste material removed from area.
	
	
	

	16 
	Confirm vendor ITR (M1.099) completed and attached. (if required)
	
	
	

	17 
	Confirm all identification and signage is installed as per design drawings and project specifications.
	
	
	



	COMMENTS, OBSERVATIONS & ATTACHMENTS
(Complete a Punchlist Form and attach if any of the checks above marked as “Punch”)

	


	COMPLETED

	I hereby confirm the work has been completed in accordance with Contract specified drawings, specifications & standards.

	PERFORMED BY CONTRACTOR:
	REVIEW BY SUPERVISOR/LEAD ENGINEER:
	EPCM ACCEPTED BY:

	Signature:
	
	Signature:
	
	Signature:
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	Name:
	
	Name:
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