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	INSPECTION TEST RECORD
SAMPLE CAROUSEL
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	SPECIFICATIONS

	Manufacturer
	
	Model
	
	Serial Number
	



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	
	GENERAL

	1
	Carousel  is installed as per the manufacturer’s instructions
	☐	☐	☐	
	
	

	2
	Carousel is secure and positioned as per the drawings/ model 
	☐	☐	☐	
	
	

	3
	Hold Down bolts tensioned to manufacturers specification
	☐	☐	☐	
	
	

	4
	Motor hold down bolt torque 
	☐	☐	☐	[bookmark: _GoBack]Torque: ______________ Nm
	
	

	5
	Sample buckets are fully inserted & retained by rubber cup per specification
	☐	☐	☐	
	
	

	6
	Flange bolts are tensioned correctly on feed chute/ carousel inlet connection
	☐	☐	☐	
	
	

	7
	Gearbox has been checked for correct oil level (gearbox is supplied with oil but level required to be checked)
	☐	☐	☐	
	
	

	8
	Motor brake released manually & carousel turned by hand to ensure free movement
	☐	☐	☐	
	
	



	COMMENTS:















	CIVMEC
	Name
	Signed
	Date



	CLIENT
	Name
	Signed
	Date



	Author/Reviewer:
	Author/Reviser
	This document is uncontrolled in hard copy format
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	XX-XX-XX-XXX-XXXX

	Approver:
	XXXXX XXXXX
	
	Revision:
	X

	Reference:
	N/A 
	
	Issue Date:
	XX-XXXXXXXX-XXXX
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