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	INSPECTION TEST RECORD
SAMPLE STATION WEIGH BINS
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	Installation in accordance with the drawings
	☐	☐	☐	
	
	

	2
	Feed chutes central to weigh bin
	☐	☐	☐	
	
	

	3
	Rods for calibration weights correctly aligned & no more than 10mm gaps between rod interfaces
	☐	☐	☐	
	
	

	4
	Load sensors installed correctly
	☐	☐	☐	
	
	

	5
	Discharge chute hold down bolts tensioned correctly
	☐	☐	☐	
	
	

	6
	Actuators clear of all structure, guards & fixed equipment
	☐	☐	☐	
	
	

	7
	Rubber dust curtain installed
	☐	☐	☐	[bookmark: _GoBack]
	
	

	8
	Ensure calibration weights are clearly marked 
	☐	☐	☐	
	
	



	COMMENTS:




















	CIVMEC
	Name
	Signed
	Date



	CLIENT
	Name
	Signed
	Date
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