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	INSPECTION TEST RECORD
BELT SCRAPER
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	[bookmark: _GoBack]MANUFACTURER
	
	MODEL
	



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	The scraper is correctly positioned in accordance with the drawings and manufacturers recommendation
	☐	☐	☐	
	
	

	2
	The unit is set up at correct angle to the belt
	☐	☐	☐	
	
	

	3
	Scraper centerline is in alignment with pulley/ idler centerline
	☐	☐	☐	
	
	

	4
	Ensure tips are contacting evenly across the full width of the belt
	☐	☐	☐	
	
	

	5
	Shock absorber systems are free from any damage
	☐	☐	☐	
	
	

	6
	Check all bolts are tight
	☐	☐	☐	
	
	

	7
	Check all tips are secure
	☐	☐	☐	
	
	

	8
	Check unit is adequately supported 
	☐	☐	☐	
	
	

	9
	Check seals are installed correctly at chute penetrations
	☐	☐	☐	
	
	

	10
	Scraper Backed off for pre-commissioning Works
	☐	☐	☐	
	
	



	COMMENTS:
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	Name
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	Date



	CLIENT
	Name
	Signed
	Date
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