
	[image: Civmec Logo Small]
	INSPECTION TEST RECORD
SAMPLE STATION VIBRATING FEEDER
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	SPECIFICATIONS

	Manufacturer
	
	Model
	
	Serial Number
	



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	Cutter is installed as per the manufacturer’s instructions
	☐	☐	☐	
	
	

	2
	Unit inspected for any transport damage
	☐	☐	☐	
	
	

	3
	All transport protection removed
	☐	☐	☐	
	
	

	4
	Cutter unit is secure and positioned as per the drawings/ model 
	☐	☐	☐	
	
	

	5
	Hold Down bolts tensioned to manufacturers specification. Bolt FIC Completed
	☐	☐	☐	
	
	

	6
	Structural hold down bolt torque
	☐	☐	☐	
	
	

	7
	Angle between throat and cutter aperture within manufacturer specification
	☐	☐	☐	
	
	

	8
	Motor hold down bolt torque FIC completed
	☐	☐	☐	Number of Spoons: 
	
	

	9
	All cutter blanking plates securely fitted
	☐	☐	☐	[bookmark: _GoBack]Number of Blanking Plates:
	
	

	10
	Gearbox filled
	☐	☐	☐	
	
	

	11
	Motor brake released manually & cutter turned by hand to ensure free movement
	☐	☐	☐	
	
	

	12
	Proximity sensor target arm adjusted to clear face of proximity switch per specification
	☐	☐	☐	
	
	

	13
	Cutter alignment checked between inlet & outlet chutes. Survey attached
	☐	☐	☐	
	
	

	14
	All guarding installed
	☐	☐	☐	
	
	

	15
	All signage installed as per client specification
	☐	☐	☐	
	
	



	COMMENTS:









	CIVMEC
	Name
	Signed
	Date



	CLIENT
	Name
	Signed
	Date




	Author/Reviewer:
	Author/Reviser
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	Approver:
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	Revision:
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