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	INSPECTION TEST RECORD
SPLITTER SHUTTLE AND CHUTE
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	SPLITTER SHUTTLE

	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	All rail fasteners tensioned & marked – 10 % proof checks completed (minimum)
Bolting FIC QU-FIC-0075 Attached
	☐	☐	☐	[bookmark: _GoBack]
	
	

	2
	Rail alignment & shuttle axle survey has been undertaken, within specification & survey report attached to check sheet
	☐	☐	☐	
	
	

	3
	Anti lift bars are installed in accordance with the drawings 
	☐	☐	☐	
	
	

	4
	End stops and buffers are installed in accordance with the drawings and manufacturer’s instructions
	☐	☐	☐	
	
	

	5
	Shuttle has been manually “driven” along full length of travel zone & no obstructions present (No Power)
	☐	☐	☐	
	
	

	6
	All travel wheels have constant contact with the rail
	☐	☐	☐	
	
	

	7
	Actuator installed as per drawings
	☐	☐	☐	
	
	

	8
	Actuator hold down bolts checked for correct tension. QU-FIC-0053 Bolt torqueing FIC attached
	☐	☐	☐	
	
	

	9
	Clevis pins secured with split/ cotter pins
	☐	☐	☐	
	
	

	10
	Grease points accessible outside of guarding
	☐	☐	☐	
	
	

	11
	Shuttle grease manifold lines purged & charged with grease, lines checked for leakage & labelling completed & correct
	☐	☐	☐	Grease Type: ___________
Grease Qty:   ___________
	
	

	12
	All plumber block bearings have grease present at labyrinth seals 
	☐	☐	☐	
	
	

	13
	Record Labyrinth Seal Clearances:
	☐	☐	☐	
	
	

	14
	Actuator clevis bushes are greased
	☐	☐	☐	
	
	

	15
	Rail scraper blocks installed 
	☐	☐	☐	
	
	

	16
	All guards are installed, secure and clear of the travel path of the shuttle & all moving parts
	☐	☐	☐	
	
	



	COMMENTS:







	CIVMEC
	Name
	Signed
	Date



	CLIENT
	Name
	Signed
	Date



	SPLITTER CHUTE

	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	All bolted connections including hold down, flange and liner bolts are tensioned correctly. QU-FIC-0075 Bolt Tension FIC Attached
	☐	☐	☐	
	
	

	2
	Splitter chutes align with their corresponding discharge chutes when manually “driven” (No Power) & aligned with the feed conveyor head chute
	☐	☐	☐	
	
	

	3
	Clearance between conveyor head chute & splitter chutes is as per drawing – survey report attached.
	☐	☐	☐	Clearance Dimensions:
	
	

	4
	Clearance between splitter chutes & discharge chutes is as per drawing – survey report attached
	☐	☐	☐	Clearance Dimensions:
	
	

	5
	Splitter chute skirts installed and secured
Skirt gaps set per drawings
	☐	☐	☐	
	
	

	6
	All signage installed as per Client Specification
	☐	☐	☐	
	
	



	COMMENTS:


















	CIVMEC
	Name
	Signed
	Date



	CLIENT
	Name
	Signed
	Date
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