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	INSPECTION TEST RECORD
PILE INSTALLATION
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Description:
	<<Description>>



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	
	PRE WELDING

	1
	Welding consumable pre-treatment verification complete
	☐	☐	☐	
	
	

	2
	Complete top of pile height confirmation
	☐	☐	☐	
	
	

	3
	Identify pile cap centre
	☐	☐	☐	
	
	

	4
	Check required pile diameter mm and confirm if correct
	☐	☐	☐	
	
	

	5
	Check required pile cap plate thickness mm and confirm if correct
	☐	☐	☐	
	
	

	6
	Suitable clearance and spoil removal where required
	☐
	☐ 
	☐ 
	
	
	

	7
	Pile cap alignment and as per IFC drawings
	☐	☐	☐	
	
	

	
	PILE CAP INSTALLATION

	8
	Confirm correct weld procedure is used
	☐	☐	☐	
	
	

	9
	Weld complete and recorded (pile cap to pile and/or pile cap to base plate as required)
	☐	☐	☐	
	
	

	10
	Visual inspection complete
	☐	☐	☐	
	
	

	11
	NDT complete (where required)
	☐	☐	☐	
	
	

	12
	Cold Galvanizing Surface Treatment complete
	☐	☐	☐	
	
	

	13
	Top of pile cap survey correct and confirmed
	☐	☐	☐	
	
	



	COMMENTS:












	CIVMEC
	Name
	Signed
	Date

	CLIENT
	Name
	Signed
	Date
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	Author/Reviser
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