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	INSPECTION TEST RECORD
SIZER
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	Sizer installed as per manufacturers specifications
	☐	☐	☐	
	
	

	2
	Check all transport fixtures, plugs, anti-brinneling devices have been removed and permanent fittings installed
	☐	☐	☐	
	
	

	3
	Travel Rail alignment survey has been undertaken, is within specification & report is attached to check sheet
	☐	☐	☐	
	
	

	4
	Check the Sizer travel rails are clean prior to installation
	☐	☐	☐	
	
	

	5
	Check Sizer for damage caused during transport, handling or installation
	☐	☐	☐	
	
	

	6
	Check all surface treatment / paint completed to specification and in good condition
	☐	☐	☐	
	
	

	7
	Check the Sizer has been clearly labeled with site unique equipment data plate
	☐	☐	☐	
	
	

	8
	Check all lifting fixtures have been removed
	☐	☐	☐	
	
	

	9
	Check that drive motors have been installed and aligned correctly & alignment report attached
	☐	☐	☐	
	
	

	10
	Where required suitable shims installed prior to tightening of motor retaining fasteners 
	
	
	
	
	
	

	11
	Confirm Motor hold down fasteners have been tightened as per specification
	
	
	
	Torque: _______________ Nm
	
	

	12
	Check the motor cooling fans have been securely attached to the motor shafts
	
	
	
	
	
	

	13
	Confirm there is adequate clearance between the cooling fan and the fan guard, where possible rotate the fan by hand
	
	
	
	
	
	

	14
	Confirm gear couplings have been adequately greased with the manufacturer specified grease
	
	
	
	
	
	

	15
	Check all power, instrument and control cables are securely fastened at regular intervals so as to provide adequate support and clearance from mechanical components
	
	
	
	
	
	

	16
	Check the hydraulic wheel raising/lowering hand pumps have been installed correctly to the frame and the pump reservoir filled to design capacity
	
	
	
	
	
	

	17
	All travel drive fasteners securely tightened to the IOM requirements
	
	
	
	
	
	

	18
	Check the hydraulically lowered wheels are in line with rails 
	
	
	
	
	
	

	19
	Check the desired direction of rotation is clearly marked on each drive motor
	
	
	
	Motor 1 - CW or C/CW 
Motor 2 - CW or C/CW 
Motor 3 - CW or C/CW
Motor 4 - CW or C/CW
	[bookmark: _GoBack]
	

	20
	Guards in place and secured
	
	
	
	
	
	

	21
	All signage in place as per client specification
	
	
	
	
	
	

	22
	Check sheet FIC-0015 Fluid Coupling has been completed & attached
	
	
	
	
	
	



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	
	DRIVE GEARBOX FILTER / COOLER UNIT
	
	
	
	
	
	

	23
	Unit inspected for any transport damage or loose bolts/ fittings
	
	
	
	
	
	

	24
	All transport protection removed
	
	
	
	
	
	

	25
	Unit installed level, isolation mounts in place & hold down bolts tensioned correctly
	
	
	
	
	
	

	26
	All piping installed as per design & specification
	
	
	
	
	
	

	27
	System piping pre flushed before final connection to unit to remove all foreign material & dirt
	
	
	
	
	
	

	28
	All lubrication / filtration fittings correctly tightened
	
	
	
	
	
	

	29
	All pipe supports installed & clamps/ u-bolts tightened
	
	
	
	
	
	

	30
	Fans can be rotated freely by hand
	
	
	
	
	
	

	31
	All fan guards & access doors in place
	
	
	
	
	
	

	32
	All piping correctly labeled as per client specification
	
	
	
	
	
	



	GEARBOX LUBRICATION

	GEARBOX
	TYPE
	GRADE
	QUANTITY

	Travel Drive 1
	
	
	L

	Travel Drive 2
	
	
	L

	Sizer Shaft Drive 1
	
	
	L

	Sizer Shaft Drive 2
	
	
	L

	Sizer Shaft Drive 3
	
	
	L

	Sizer Shaft Drive 4
	
	
	L



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	
	AUTO GREASE LUBRICATION UNIT
	
	
	
	
	
	

	33
	All transport protection removed
	
	
	
	
	
	

	34
	Thorough inspection undertaken to identify any transport damage
	
	
	
	
	
	

	35
	Check all lubrication lines have been cleaned/ flushed prior to final connection
	
	
	
	
	
	

	36
	Check all lines have been installed to the correct locations and all in-line fittings tightened
	
	
	
	
	
	

	37
	All grease lines are securely fastened at regular intervals, to provide support and clearance from mechanical components
	
	
	
	
	
	

	38
	Check for correct grease type and level in lube pump
	
	
	
	Brand:
Type:
Quantity:
	
	



	COMMENTS:


























	CIVMEC
	Name
	Signed
	Date



	CLIENT
	Name
	Signed
	Date
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