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	INSPECTION TEST RECORD
TRAMP METAL MAGNET
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	[bookmark: _GoBack]SPECIFICATIONS

	Manufacturer
	
	Model
	
	Serial Number
	



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	
	GENERAL

	1
	Check installation and materials of construction as per specification and drawings
	☐	☐	☐	
	
	

	2
	Whilst magnet is cold & horizontal, oil level has been checked through plug on side of magnet
	☐	☐	☐	
	
	

	3
	Check magnet body for oil leaks
	☐	☐	☐	
	
	

	4
	Check magnet is slung from the 4 outer lugs as per the drawings
	☐	☐	☐	
	
	

	5
	Check slings/ chains & shackles/ hammerlocks have the correct WLL
	☐	☐	☐	
	
	

	6
	Correct WLL is stencilled on both sides of magnet 
	☐	☐	☐	
	
	

	7
	Check position of pressure relief valve is at the highest point of the magnet
	☐	☐	☐	
	
	

	8
	Check the pressure relief valve (breather) is free of dirt and obstructions
	☐	☐	☐	
	
	

	9
	Check magnet is aligned parallel and square to the belt line – Survey attached
	☐	☐	☐	
	
	

	10
	Check distance from underside of magnet to top of belt is per manufacturer’s specification – Survey attached
	☐	☐	☐	Distance:  ___________ mm
	
	

	11
	Magnet incline is between 0 & 15° – Survey attached
	☐	☐	☐	Angle:      ____________°
	
	

	12
	Check discharge chute is correctly aligned to receive tramp metal – Survey attached
	☐	☐	☐	
	
	

	13
	Check that warning signs erected in appropriate areas- heat/ hearing/ magnetic field- pacemaker
	☐	☐	☐	
	
	

	14
	Check that appropriate guarding is in place
	☐	☐	☐	
	
	

	
	TROLLEY & RAILS

	15
	Trolley rails level & square (attach survey report)
	☐	☐	☐	
	
	

	16
	Correct WLL stencilled on rails 
	☐	☐	☐	
	
	

	17
	Check trolley wheels contacting rails
	☐	☐	☐	
	
	

	18
	All bolted connections disassembled for the installation of the trolley onto the rails have been re- tensioned correctly. QU-FIC-0053 attached
	☐	☐	☐	
	
	

	19
	Trolley ring gears have been greased
	☐	☐	☐	
	
	

	20
	Trolley drive shaft pillow blocks have been greased 
	☐	☐	☐	
	
	

	21
	Drive gearbox oil level checked
	☐	☐	☐	
	
	

	22
	Rail end stops installed 
	☐	☐	☐	
	
	

	23
	Caternary rail & supports have been installed as per drawings 
	☐	☐	☐	
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	Name
	Signed
	Date
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