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	INSPECTION TEST RECORD
THREADED PIPING
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	Description:
	<<Description>>



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	Piping fabrication & installation is as per P & ID and design drawings
	☐	☐	☐	
	
	

	2
	All clearances, levels & alignments checked
	☐	☐	☐	
	
	

	3
	NDT requirements have been undertaken as per the line specification & results have been viewed & deemed acceptable (AS4041)
	☐	☐	☐	
	
	

	4
	Material traceability reports have been viewed  and deemed acceptable
	☐	☐	☐	
	
	

	5
	Piping gradients verified against relevant drawings. Survey attached
	☐	☐	☐	
	
	

	6
	All pipe & fittings used correspond with the specified line class & specifications
	☐	☐	☐	
	
	

	7
	Strainers, with correct filter rating, installed as per   P & ID
	☐	☐	☐	
	
	

	8
	All instruments installed as per P & ID
	☐	☐	☐	
	
	

	9
	All valves installed as per P & ID
	☐	☐	☐	
	
	

	10
	All valves are the correct type & pressure rating as per the specified line class & specifications
	☐	☐	☐	
	
	

	11
	Valve orientation checked
	☐	☐	☐	
	
	

	12
	All valves installed are readily accessible- per IFC drawings
	☐	☐	☐	
	
	

	13
	All isolation valves are capable of being locked
	☐	☐	☐	
	
	

	14
	Vent valves are fitted to system high points as specified
	☐	☐	☐	
	
	

	15
	Drain valves/ lines are fitted to system low points
	☐	☐	☐	
	
	

	16
	All threads & fittings are BSP
	☐	☐	☐	
	
	

	17
	All cut threads adhere to the specifications set out in AS ISO 7.1
	☐	☐	☐	
	
	

	18
	All threaded joints are made with Gas Grade sealant or approved equivalent
	☐	☐	☐	
	
	

	19
	All threads cut on galvanized piping are coated with cold galv. Compound after connection is made
	☐	☐	☐	
	
	

	20
	Pipework checked for tooling damage
	☐	☐	☐	
	
	

	21
	Piping installed with sufficient unions to enable removal of piping, valves &/ or equipment
	☐	☐	☐	
	
	

	22
	All vertical pipe runs greater than 3 meters have pipe supports in place
	☐	☐	☐	
	
	

	23
	All pipe supports installed as per relevant drawings & specification
	☐	☐	☐	
	
	

	24
	Galvanizing compound used to make good any damage to external galvanized coating
	☐	☐	☐	
	
	

	25
	Painting undertaken as per client specification (if required)
	☐	☐	☐	
	
	

	26
	Line labelling completed as per the line class specification
	☐	☐	☐	
	
	

	27
	All valves labelled as per as per the line class specification
	☐	☐	☐	
	
	

	28
	All temporary supports removed
	☐	☐	☐	
	
	

	29
	Piping system flushed (minus equipment & instruments which may be damaged) with a minimum flushing volume of 2 times the total pipe volume at a velocity of 2 m/s
	☐	☐	☐	
	
	

	30
	Hydrostatic test results attached
	☐	☐	☐	
	
	



	COMMENTS:






[bookmark: _GoBack]


















	CIVMEC
	Name
	Signed
	Date



	CLIENT
	Name
	Signed
	Date



	Author/Reviewer:
	Author/Reviser
	This document is uncontrolled in hard copy format
	Document Number:
	XX-XX-XX-XXX-XXXX

	Approver:
	XXXXX XXXXX
	
	Revision:
	X

	Reference:
	N/A 
	
	Issue Date:
	XX-XXXXXXXX-XXXX

	Page No.:
	1 of 1
	
	Date for Review:
	N/A



Page 2 of 2		QU-ITR-0318_A
image1.jpeg
CIVMEC




