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	INSPECTION TEST RECORD
BINS & CHUTES
	System:
	<<Sys>>

	
	
	Sub System:
	<<Subsys>>

	
	
	Area:
	<<Area>>

	
	
	
	

	Project:
	<<Project No>>
	Work Pack:
	<<Workpack No>>

	Drawing Reference:
	<<Drawing No>>
	ITP Reference:
	<<ITP Ref No>>

	[bookmark: _GoBack]Equipment ID:
	<<Equipment ID No>>
	
	

	Description:
	<<Description>>



	INSPECTION ITEMS
	YES
	NO
	N/A
	REMARKS
	SIGN OFF

	
	
	
	
	
	CIVMEC
	CLIENT

	1
	Check materials of construction are as per specifications and drawings.
	☐	☐	☐	
	
	

	2
	Ensure support structure is accepted – ITP and applicable FIC’s completed
	☐	☐	☐	
	
	

	3
	All welding works completed and tested as required. NDT completed and reports reviewed
	☐	☐	☐	
	
	

	4
	All bolted connections including hold down, flange and liner bolts are tensioned and marked correctly. Bolt Torque / Tension FIC’s attached
	☐	☐	☐	
	
	

	5
	All supporting structure and dust covers are secure and all bolts tensioned / wedges fitted. QU-FIC-0075 attached
	☐	☐	☐	
	
	

	6
	All inspection doors and openings are correctly fabricated and installed in accordance with the drawings and both open / close & seal correctly inc latch operation
	☐	☐	☐	
	
	

	7
	Feed chute installed & aligned with conveyor in accordance client specification / drawings. Survey report attached
	☐	☐	☐	
	
	

	8
	Dust curtains are fitted and profiled in accordance with the drawings
	☐	☐	☐	
	
	

	9
	Drag chain curtains installed correctly
	☐	☐	☐	
	
	

	10
	Adjustable surge bar set in accordance with the drawings and secure
	☐	☐	☐	
	
	

	11
	Surge bar height set above belt
	☐	☐	☐	Height: _________ mm
	
	

	12
	BOC sprays installed as per drawings/ specifications
	☐	☐	☐	
	
	

	13
	Head chute has sufficient clearance between belt, pulley & shaft
	☐	☐	☐	
	
	

	14
	Impact plate has been fabricated, installed and set up in accordance with the drawings.
	☐	☐	☐	
	
	

	15
	Liners installed as per drawings, bolted liners checked, Bolt FIC Attached. 
	☐	☐	☐	
	
	

	16
	Glued Liners installed as per drawings 
	☐	☐	☐	
	
	

	17
	Liner gaps do not exceed specification tolerance
	☐	☐	☐	Liner Gap Tolerance:
	
	

	18
	Bin top hats have been installed in accordance with the drawings.
	☐	☐	☐	
	
	

	19
	Signage & equipment labelling installed as per client specification
	☐	☐	☐	
	
	

	20
	All debris and waste material removed and remedial surface treatment completed as per specification.
	☐	☐	☐	
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	CIVMEC
	Name
	Signed
	Date


	CLIENT
	Name
	Signed
	Date
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